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Filter systems series DF90/DF120 - PP/PVDF

500 - 9.000 l/h

Typical applications
 Plating and process industry

Features

 installation

Options

 Hose connection

DFIT125-71Z-K-PP

K = cartridges
Qty x  L      

P = discs

   Qty   OD/ID

 L   x  OD (mm)      B = bag

˚ ˚F bar psi

20 50

55 131 50

176 36

Selection:      DFIT125 - 71Z - K - PP

Chamber Medium Material Qmax
l/h

Hmax
m

Motor*
kW

Immersion
length (mm)

Mounting
plate (mm)

Connection
outlet

DF92 DFIT92 11Z K 
PP/PVDF 5 270

DFIT92 - B1/B2 - -

DF93 DFIT93 31Z K P B PP
2500 5 270

d25/DN20

DFIT93 - B1/B2 PP/PVDF - -

DFIT123 11Z K PP/PVDF 6

400DFIT123/124 31Z K P B PP
6/7

d25/DN20

DFIT123/124 - B1/B2 PP/PVDF - -

DFIT125/126 71Z K P PP/PVDF

7000/9000 400

d32/DN25

DFIT125/126 71Z B1 PP d32/DN25

DFIT125/126 - B1/B2 PP/PVDF - -

DFIT92-11Z-K-PP

DFIT92-11Z-B-PP

DF92-11Z-K-PVDF

* For 3-phase motors < 220V the indicated motor will be one size bigger.


