
THERMOSTATS IN-ENCLOSURE

T115 Series - TF115-001 / TRF115-005 

•

•

•
•

•

•

Since this product is waterproof, it is suitable for surface 
mounted and used widely for agricultural equipments.
It is useful in areas of highly possibilities of contaminations

Warehouse, garage
Cattle shed, green house

Electric rating
    
Switch circuit                       
 

Features

ITS 050L Series

•

•
•
•

•
•
•

This product senses the temperature in the air easily because 
of the spiral shaped sensor

Agricultural greenhouse
Cattle shed
Icehouse

Electric rating    
Switch circuit                            
Net weight    

Features

Applications

Application

Details

Details

Temperature Range

•  ITS 050L  :  0°C ~ 50°C         

20A/250VAC, 10A/380VAC,
Single Pole Double Throw (SPDT)
180g

:
:
:

Temperature Range

•  TF115-001    :  4°C ~ 43°C
•  TRF115-005  :  -18°C ~ 49°C 

16A/120VAC, 13.2A/208VAC,
12A/240VAC, 10A/277VAC
Single Pole Double Throw (SPDT)
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Sensing Technology Corporation 457-B Boni Avenue New Zaniga Mandaluyong City Tel No. 532-0088 Fax No. 531-7387www.heatsenze.com sales@heatsenze.com
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